MUPRO

External Internal Spanner Max. Dimensions [mm]
thread thread  width recommended | L1 L2 no.
M H [mm] tensile load
(N]
M6 M8 13 4,400 19 7 7 113494
M10 21 8 113491
M8 M6 205 6 85 113506
M10 8,100 23 7 8 113509
M12 17 8 113503
M10 M6 13 4,400 21 7 113462
M8 8,100 113468
M12 17 12,800 25 75 10 113456
M16 24 32 13 113459
M12 M8 13 8,100 23 7 113482
M10 12,800 8 9 113474
M16 24 18,600 32 13 113477
M16 M10 19 12,800 9 14 113485
M12 18,600 10 113488
Thread Length  Outer  Spanner Max. Part no.
[mm]  diameter ~ width recommended
[mm] [mm] tensile load
(N]
M6/M8 30 - 13 4,400 113441
M8/M10 40 16 - 8,100 113444
M8/M12 113447
M10/M12 12,800 113434
Thread Length Outer diameter Part no.
[mm] [mm]
M8-7%" 38 26 130314
M10-%5" 130312
M12-%," 130313
"-1" 51 39.5 167487
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Thread  Dimensions [mm]

length

(mm]
10
30
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35

D U1
21 14
32 16

L2

15

Part no. Sales unit Pack unit

123596
123612
123600
123604
123608

ACCESSORIES

Reducers
galvanised

Part Sales unit Pack unit

B
2
9\\

100 Pieces .

50
100

50

Reducing connectors
galvanised

Sales unit  Pack unit

100 Pieces
Thread Thread
M6/M8 = M8/M10
Socket adapters
galvanised
Sales unit Pack unit
50 Pieces Qa

Socket adapters
transition piece from pipe thread to metric thread, galvanised

1 Pieces !
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