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MypoTHERM® Insulating wraps
with vapour barrier, self-adhesive

Application
 � For insulating before, during and after 
pipe installation

Your advantages
 �Particularly suitable for wrapping to 
create different insulation thicknesses

 �Made from high-quality MÜPROGON 
fibres, without chemical binders
 � 100 % polyester
 �High corrosion protection
 �Self-adhesive foil allows easy fixing
 �Vapour barrier protects against 
moisture and aggressive building 
materials
 � Temperature resistant up to +220 °C

Insulation thickness
[mm]

Width
[mm]

Length
[m/roll]

Content
[rolls]

Part no. Sales unit Pack unit

2 70 5 100 167665 1 Sack

MypoTHERM® Butt joint tape

Application
 �Suited to joining the butt joints and 
seams of pipe insulation sleeves

Your advantages
 �Suitable for insulation sleeves with 
and without vapour barrier
 � self-adhesive

 �Made from high-quality MÜPROGON 
fibres, without chemical binders
 � 100 % polyester
 �High corrosion protection
 �Easy to cut
 �Vapour barrier protects against 
moisture and aggressive building 
materials
 � Temperature resistant up to +220 °C

Insulation thickness
[mm]

Width
[mm]

Length
[m/roll]

Content
[rolls]

Part no. Sales unit Pack unit

2 70 10 10 167668 1 Sack
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